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Triton Mount Installation

Step #1
Begin by removing the existing recoil pad from your 
stock by using a phillips head screwdriver.

Figure 1

Winchester SXP Talon Tactical Rear Pistol 
Grip with Scorpion Recoil System

Part # A.5.10.1635
-Installation Instructions-

Thank you for purchasing an ATI product!

Point the shotgun in a safe direction and place the safety in the "on" position.  Next pull back the 
slide, and carefully inspect the chamber to be sure the shotgun is unloaded.

Step #2
Next, use a 6mm Allen Wrench to remove the stock bolt 
from the inside of the rear of the stock.

Figure 3A

Step #3
Mount the Triton Receiver Side Mount to the shotgun 
receiver and M8 x 1.25 x 35mm flat head mounting bolt 
supplied for your shotgun and tighten to the receiver with 
a 5mm  allen wrench.

Figure 2 Figure 4B

Figure 3B

Figure 4A

Step #4
Next, remove the 6-32 x 1/2" Torx screw by using a T15 
Torx driver and sliding the pistol grip off of the shotgun 
receiver. 
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Trigger Pad Installation

Figure 6A

Figure 5A

Figure 8A

Figure 5B

Figure 6B

Figure 8B

Winchester SXP Talon Tactical Rear Pistol 
Grip with Scorpion Recoil System

-Installation Instructions-

Thank you for purchasing an ATI product!

Figure 7

Step #5
Remove the yellow side of the double sided adhesive 
strip.

Step #6
Place the adhesive strip (with 3M backing out) onto the 
pistol grip as shown.

Step #7
Remove the 3M backing from the double sided adhesive 
strip.

Step #8
Attach the foam padding to the adhesive strip with the 
thicker part of the foam pad in the vertical portion of the 
pistol grip channel.
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 Pistol Grip Spacer Installation

Winchester SXP Talon Tactical Rear Pistol 
Grip with Scorpion Recoil System

-Installation Instructions-

  Figure 10
  Figure 12

Figure 9A

Figure 11A Figure 11B
Blank Spacer Loop Spacer Insert Spacer  

Figure 11C

Step #9
To replace the blank spacer with the sling loop spacer, 
remove the phillips head screw from the bottom of the 
grip.  Next slide the scorpion grip pad off of the rear 
pistol grip housing.

Figure 9B

Step #10
Next, remove the 1/4-20 x 3/4" bolt and 1/4-20 nut by 
using a 5/32" allen wrench and a 7/16" open face 
wrench.

Step #11
Select either the sling loop spacer or blank spacer and 
place into the Triton Mount.

Step #12
Re-install the Triton Mount onto the pistol grip and then 
secure the mount to the pistol grip using the 1/4-20 x 
3/4" bolt and 1/4-20 Hex nut that were removed in step 
10.
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Winchester SXP Talon Tactical Rear Pistol 
Grip with Scorpion Recoil System

-Installation Instructions-

Thank you for purchasing an ATI product!

Note: Once installed you may notice a small gap on either side 
of the Triton Mount. Do not try to close this gap.  It is 
engineered to insure the Triton Dovetail Mounts bind together 
to accept the full recoil of the shotgun.  The torx  screw simply 
prevents the two pieces from sliding apart.

Figure 15A

Figure 13

Pistol Grip Installation

Step #13
Tighten the 1/4-20 x 3/4" bolt and the 1/4-20 hex nut by 
using a 5/32" allen wrench and a 7/16" open face 
wrench.

Step #14
Next, re-install the Scorpion Grip Pad by the sliding the 
Scorpion Grip Pad back onto the pistol grip housing and 
tightening the phillips head screw at the bottom of the 
pistol grip. 

Figure 14A Figure 14B

Step #15
Slide the stock side Triton Mount into the receiver side 
Triton Mount.  Using the supplied 6-32 x 1/2" Torx screw 
and #6 lock washer, tighten with a T15 Torx screwdriver.  
Do not overtighten.

Figure 15B


