
Mossberg 500 Standard Halo 
Heatshield

Installation Instructions
Fits: Mossberg 500

PART# A.5.10.2475 
Thank you for purchasing an ATI product!

Heatshield  Installation
Point the shotgun in a safe direction and place the safety in the "on" position.  Next pull back the 

slide, and carefully inspect the chamber to be sure the shotgun is unloaded.
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Note: If you have a Mossberg 500 Shotgun with the manufacturer's Extended Magazine tube the Halo 
Heatshield will not fit your shotgun properly due to the location of the barrel lug.

Figure 1A
Step #2
Align and snap-in the front sight insert into the small 
triangular hole in the front of the heatshield.  The insert 
will snap securely into place. 

Figure 2A Figure 2B

Figure 1B Figure 3A Figure 3B

Figure 4A Figure 4B

Step #1
Begin by locating the front snap-in ghost ring insert.  
Apply the small rectangular adhesive silicone pad to the 
back of the insert.  Press down firmly on the silicone pad 
for 10-15 seconds to ensure the pad adheres to the 
insert properly.

        Top View

Step #3
Locate the rear snap-in barrel clip. Align the supplied 
silicone pad to the inside of the clip.  Press down firmly 
on the silicone pad for 20-30 seconds along the length 
of the pad to ensure the silicone pad adheres to the 
barrel clip properly.

Step #7
Locate the (2) supplied triangular shaped silicone pads. 
Insert the pads on the inside front of the heatshield as 
shown below, one pad should be placed on each side of 
the heatshield.  Press down firmly on each pad for 10-15 
seconds to ensure the pad adheres to the heatshield 
properly.

Not Compatible with Vent Rib Barrels
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Step #5
Remove the barrel from your firearm. Align the snap-in 
rear barrel clip by sliding down over and snapping it onto 
the rear of the barrel, as shown below. The front of the 
adpater should be flush with edge of the barrel lip. 
Note: Make certain the clip is flush to the front of the 
barrel lip and does not interfere with the barrel when 
it is being reinstalled into the receiver.

Figure 5A Figure 5B

Step #6
Align the heatshield over the barrel. Install the 
heatshield onto the barrel by snapping the heatshield 
clip onto the rear of the barrel.  Make sure the the 
heatshield is centered on the barrel while snapping it 
into place. 
Note: If there are any existing sights on the barrel 
which interfere with the heatshield, they will need to 
be removed  for heatshield installation.

Figure 6
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Figure 7

Step #8
With the silicone pads applied to the v-blocks, turn the v-
blocks over and press the silicone pad on a hard surface 
for 10 to 15 seconds to ensure the pad adheres to the v-
block properly.

Figure 8

Step #7
Locate the (2) large v-block spacers for the front of the 
heatshield. Apply the small adhesive silicone pads to the 
larger  angled sides on the v-blocks.
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Step #9
Insert the (2) v-block spacers into the designated holes 
on the front of the heatshield so that the larger side of 
the back of the v-block spacer with the silicone pad is 
against the barrel.  The spacers should snap into place 
and rest on the outside of the barrel. 
Note: Notice the holes on the large v-block spacer 
are not centered. Make sure to insert the v-block 
spacers so that the larger side is on top.

Larger
side on top.  Adhesive Pad against              

  barrel.

Figure 9A Figure 9B Figure 9C

Step #10
Snap both of the spacers into place and ensure they 
are tight to the barrel. You are now ready to install the 
(2) Halo Heatshield side rails.  Locate the (2) side rails. 
Notice how each is individually tapped and threaded for 
screw installation. 
Note:  One side rail is tapped and threaded with 
blind holes on the back side.  This allows the 
screws to thread directly into the rails, which 
secures the rails and heatshield to the barrel. 

Figure 10A

Figure 11

Figure 10B

Step #12
Due to the varying diameter of barrels, we have 
provided you with 2 lenghts of flathead socket cap 
screws.  With the v-blocks in place on the front of the 
heatshield, align the (2) side rails over the front ends of 
the heatshield.  Insert the 8-32 x 1.5" flathead socket 
cap screw into the side rail, and through both of the 
heatshield spacers.    
Note:  If the 1.5" screw does not engage far enough 
into the tapped rail, you will use the 8-32 x 1 5/8" 
screw.

Figure 12A Figure 12B

Step #11
Take the provided silicone adhesive strips, peel off the 
white backing and place it into the groove on the inside 
of the side rails.  Press down firmly on the silicone pad 
for 10-15 seconds each to ensure the pad adheres to the 
rails properly.

 Adhesive Pad against              
  barrel.
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Figure 13

Step #15
Your new Halo Heatshield should now be successfully 
installed onto your firearm. 
Note: Ensure the heatshield is all of the way to the 
rear of the barrel and against the receiver. 

Figure 15

Figure 14

Step #14
Make sure that the rear rail tabs and Rear 8-32 flat 
head socket cap screw are locked into place behind 
the barrel lug.  

Make Sure Rail Tab is 
Secured Behind Barrel Lug

Make Sure 
Rail Tab is 
Secured 
Behind Barrel 
Lug

Make Sure Screw
is Secured Behind

Barrel Lug

Failure to install your ATI Halo Heatshield 
properly may result in damage to your barrel.  
ATI is not responsible for any damage that may 
occur due to improper installation.

Step #13
Use a 3/32" allen wrench and begin to fasten the first (2) 
screws into the side rails.  DO NOT TIGHTEN!
Next, slide the third 8-32 flat head socket cap screw 
through the rear most hole behind the barrel lug and 
begin to fasten the screw.  Tighten the rear screw, then 
tighten each front screw evenly to secure the heatshield 
and rails to the firearm.


