
Rossi Six Position 
Pistol Grip Stock and Forend

Installation Instructions
PART# ROS4100

Thank you for purchasing an ATI product!

Fits most Rossi rifles and shotguns except for the Rossi Wizard and Rossi Tuffy Shotguns. Tactical Forend will 
not fit Rossi Youth Models. Some Minor Modification may be Required. Some Minor Modification may be 
Required. If your Rossi rifle or shotgun has a barrel diameter of 3/4” or less, we strongly recommend the 
purchase of our Deluxe Heatshield (SBS4600) to fill the space between the smaller barrel and forend.

Stock Installation

Point the shotgun in a safe direction and place the safety in the “on” position.  Next press the release 
and carefully inspect the chamber to be sure the shotgun is unloaded.

Step #1
Remove the existing forend by unscrewing the phillips 
head screw on the bottom of the forend. Pull downwards 
to separate it from the barrel.
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Step #3
Secure the forend by installing the supplied 6mm x 
16mm phillips head screw and tighten securely.

Step #2
Align the rear of the Shotforce forend with the front of 
the receiver. Pivot the forend upwards into place.
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Step #4
Remove the existing recoil pad from your shotgun stock 
by unscrewing the two (2) phillips head screws in the rear 
pad.
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Rossi Six Position 
Pistol Grip Stock and Forend

Installation Instructions
PART# ROS4100

Thank you for purchasing an ATI product!

Stock Installation

www. ATIgunstocks.com70.16.01 Page 2

Step #5
Use a 9/16" socket with extension to remove the bolt from 
the inside opening in the rear of the stock.

Figure 5

Step #6
Align the shortforce adapter to the the receiver and the 
shotforce buttstock. Once the adapter is in place, drop 
the supplied mounting screw into the end of the tactical 
buttstock. Align the mounting screw with the hole in the 
receiver. Use a long flat head screwdriver to secure the 
buttstock to the receiver.

Figure 6


