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Point the shotgun in a safe direction and place the safety in the “on” position.  Next pull back the slide, 
and carefully inspect the chamber and magazine to be sure the shotgun is unloaded.

Step #1
Remove the existing recoil pad from your stock by 
unscrewing the two phillips head screws in the rear 
of the pad.  

Step #3
Using a phillips head screwdriver, unscrew and 
remove the recoil pad from the rear of the ATI Akita 
stock. 
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Step #2
Next, use a  7/16" socket with extension to remove 
the stock bolt from the inside of the opening in the 
rear of the stock. Remove the stock from the Ithaca 
receiver.  
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Step #4
Using a phillips head screwdriver, unscrew and 
remove the screw from the rear of the lever housing.  
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Buttstock Installation

Step #5
Remove the lever housing assembly from the bottom 
of the stock and then seperate the front and rear 
portion of the Akita stock.
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Step #6
Place the Ithaca adapter onto the receiver.
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Step #8
Slide the rear portion of the buttstock onto the grip 
slide to the fully closed position, and insert the lever 
housing assembly into the bottom of the stock.  You 
can now re-install the rear lever housing screw you 
removed earlier.  
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Step #7
Using the Ithaca stock bolt, place the front portion of 
the stock onto the gun with adapter and tighten the 
stock bolt, washer, and lock washer to the receiver 
with a 7/16" socket and extension. 
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Buttstock Installation
Step #9
Next, re-install the recoil pad to the back of the stock 
using a phillips head screw driver.  
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Figure 10

Step #10
Adjust the cheek rest by removing the cheek rest 
plugs and the small set screw. The cheek rest slides 
back toward the recoil pad and can then be moved 
up or down. Slide it back into place at the desired 
height and re-install the set screw and plug.  


