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Point the firearm in a safe direction and place the safety in the “on” position.  Next pull back the 
slide, and carefully inspect the chamber and magazine to be sure the firearm is unloaded.

Stock Installation

Ruger Mini-14/30 Ultimate 
Professional Plus Package

Installation Instructions
PART# A.2.10.1080, A.2.20.1080

(Fits: RUG2200)

Thank you for purchasing an ATI product!

Figure  1
Figure 3

Step #2
Place the 6/32 nuts into the slots of the cheekrest rail.

Step #4
Slide the cheekrest onto the cheekrest rails and slide 
toward the rear of the buttstock.

Step #1
Pull down on the latch lever, and remove the buttstock 
from the buffer tube. 

Figure 2 Figure 4

Step #3
Attach the right cheekrest rail onto the right side of the 
buttstock using the #6 x 48/2 3/8" flat head screws 
provided. Repeat the same process on the left side of 
the buttstock.
Note: Make sure that the nuts inside the rail do not 
fall out while installing the rail onto the buttstock.

Step #5
Line up the slots in the cheekrest with the holes in the 
cheekrest rails.  Next use the 6-32 x 3/8" pan head 
screws provided to attach the cheekrest to the rails by 
securing the screws into the 6-32 nuts that were 
installed in the cheekrest rails in step 2.



Step #7
Using a philips head screwdriver, remove the (1) 
#14-3/4" plastite screw from the rear. Remove the 
existing buffer tube from the pivot housing.  

Figure 7

Step #6
Push down on the pivot pin, and flip the stock to the 
folded position. 

Figure 6

Step #8
Now, locate the new ATI aluminum buffer tube and 
supplied parts.

Figure 8
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Step #5
Line up the slots in the cheekrest with the holes in the 
cheekrest rails.  Next Use the 6-32 x 3/8" pan head 
screws provided to attach the cheekrest to the rails.

Figure 5
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Stock Installation

Step #10
Locate the locking channel on the buffer tube (Shown 
with arrow below).  Install the new  lock ring by sliding it 
onto the buffer tube. Push the lock ring to the rear of the 
tube against the castle nut. 

Figure 9

Figure 10

Step #11
Install the aluminum adapter by partially threading it 
onto the buffer tube.

Figure 11

Figure 13

Step #9
Begin threading the castle nut onto the buffer tube, 
making sure the teeth are facing toward the rear of the 
buffer tube.

Step #13
Be sure to leave 1/4" of threading open from the rear of 
the castle nut.

Step #12
Once the adapter has been screwed down and aligned 
correctly with the locking ring, insert the locking ring 
into the slot on the aluminum adapter (Shown with 
arrow below). Now, tighten the castle nut until snug.

Figure 12
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Stock Installation

Step #15
Remove the stainless steel insert on the inside of stock. 
Remove the (2) 1/4" plastite screws using a phllips head 
screwdriver and place in a safe location for later 
installation.

Figure 14

Step #16
If you choose to install the bottom 6" rail, install the 
bottom rail by placing (2) hex nuts into the pockets 
located in the bottom of the stock.

Figure 15

Step #17
Holding the hex nuts with your fingers, flip the stock over 
and insert the (2) 1/2" phillips head screws and tighten 
the screws with a phillips head screwdriver. 

Figure 16

Step #14
Remove supplied (2) 6-32 screws from the top cover, 
and remove the cover from the stock completely.  
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Stock Installation

Step #19
Clean any debris from drilling and then insert the (2) 
1/2" phillips head screws into the drilled holes then 
while holding the screws flip the stock upright. 

Step #20
Place the (2) hex nuts onto the screws protruding 
through the bottom of the stock, hold the hex nuts onto 
the screws and tighten the screws using a phillips 
head screwdriver.

Figure 18

Figure 19

Step #18
Use a 5/32" drill bit and drill the the (2) remaining 
screw holes through the bottom of the stock body.

Figure 17

Step #21
If you choose to install the 2" bottom rail, locate the 
bottom picatinny rail with the swivel stud attachment.  
Thread the swivel stud into the picatinny rail. Then 
locate the pockets at the bottom of the stock for  hex nut 
placement (shown below). Insert (2) hex nuts into the 
pockets and hold in place.

Figure 20
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Step #22
Align the bottom picatinny rail into place. Holding a 
finger over the hex nut, use a phillips head screwdriver 
to fasten the (2) 1/2" screws and bottom picatinny rail 
into place.
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Figure 21

Step #23
Locate the existing pocket on the inside of the stock 
for hex nut placement. Insert (2) hex nut into pocket, 
and hold firmly in place. 

Figure 22

Step #24
Align one of the side picatinny rails to the stock in 
designated slot.  Insert the (2) hex nut into pocket 
and hold the rail and hex nut firmly in place.  

Figure 23

Stock Installation

Step #25
Use a philips head screwdriver to fasten the (2) 
screws into place.

Figure 24
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Step #26
Turn the gun over, and repeat steps #7, #8, & #9 for the 
opposite side picatinny rail attachment.
Note: Both side rails are interchangeable.

Step #28
Insert (4) hex nuts into the existing pockets on the 
reverse side of the top cover.  Holding the hex nut in 
place with your finger, use a philips head screwdriver 
to fasten the (4) screws in place and secure the top 
rail to the top cover.

Step #29
Find the stainless steel insert and fit the insert back into 
the stock. Insert the (2) plastite screws to the 
permanent threads found on the stock,
Note: The raised edge of the stainless steel insert goes 
towards the front of the stock. (shown on the left below)
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Figure 25

Stock Installation

Step #27
Locate the top picatinny rail and the Ruger mini top 
cover. Insert the rail into existing slots on the top of 
Ruger mini top cover.

Figure 26

Figure 27

Figure 28
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Step #30
Use a philips head screwdriver to tighten the stainless 
steel insert and (2) screws in place. 

Step #31
Locate the barreled action.  Align the barrel to the front 
of the stock.  Bring the rear of the barrel down towards 
the rear of the stock, and firmly secure the barrel into 
place.

Step #32
Locate the Ruger mini top cover plate with new top 
picatinny rail attached. Align the cover from the front, 
and bring the cover down into place.

Step #33
Align the trigger assembly and insert back into place.  
Lock the trigger assembly by firmly pushing the trigger 
guard up and into the locked position.
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Figure 29

Figure 30

Figure 31

Step #34
Insert (3) screws to cover plate.  Use a philips head 
screwdriver to fasten cover plate in place. 

Figure 32

Figure 33
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Step #35
Remove the screw, washer and nut from the pistol grip 
handle base. Slide the pistol grip onto the picatinny rail 
to the desired location. Be sure the finger grooves of the 
pistol grip face forward.

Figure 34

Step #36
Insert the screw through the washer and replace the 
screw into the round hole on the pistol grip.  Thread nut 
onto screw and tighten until snug.

Figure 35

Step #37
To adjust the angle of the pistol grip, press the button on 
the left side of the pistol grip and rotate until it snaps 
into place.

Figure 37
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