
Hi-Point Aluminum Rail System
Installation Instructions

PART# A.5.10.1460, A.5.10.1480, A.5.10.1500, A.5.10.1510, A.5.10.1520

Thank you for purchasing an ATI product!

Point the rifle in a safe direction and place the safety in the "on" position.  Next remove the magazine, 
pull back the bolt, and carefully inspect the chamber to be sure the rifle is unloaded.

Picatinny Rail Installation

Adobe Acrobat Reader default MUST be changed to 
print the template accurately and actual size. To Print:
1. File   2. Print  3. Page Scaling: None  4. Print
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Step #1
Use the orginial ATI instructions to disassemble the Hi-
Point Carbine so that the ATI Hi-Point stock is left by 
itself.
Step #2
Remove the front swivel stud from the bottom of the 
stock.

Step #3
Print instruction sheet and cut out the tactical rail 
templates for the side 2" picatinny rails.
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Step #4
Position the templates so that the drilled holes will be in 
a position where the #6-32 nut used to fasten the side 
rail to the stock will not interfere with the inner rib of the 
Hi-Point stock (pictured below). Use tape to secure the 
template in the proper location, tape the full template to 
resist rotation during drilling.

Step #5
Use the supplied #11 drill bit to drill (2) holes through the 
template at locations marked with an “X” (Suggestion: 
Use smaller diameter drill bit to drill pilot hole.)

NOTE: ATI is Not responsible for broken drill bits.

Step #6
Repeat same process for opposite rail and then clean 
and remove all burrs from inside and outside.
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Step #7
Install the 2" side rails by using (2) #6-32 x 1/2” screws 
placed through the tactical rail and stock with #6-32 nuts 
placed inside and tighten using a phillips head 
screwdriver. Repeat to install opposite side picatinny rail.

Step #8
To mount the bottom 6" tactical rail, remove the swivel 
stud mount by using a file or Dremel to remove the 
material so that the mount is completely flush with the 
stock.

Step #9
Once the swivel stud mount is removed and flush with 
the stock, use the supplied #11 drill bit to drill out the 
existing hole left from the swivel stud. 
.
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Step #10
Using the supplied 10/32 x 1/2 machine screw, place the 
screw through the hole just drilled and use a 5/32 allen 
wrench to tighten the one screw to the the aluminum 
bottom rail support in the 3rd hole from the top.

Picatinny Rail Installation

Step #11
Mark the 6th hole from the bottom of the aluminum 
bottom rail support, using a center punch or colored 
marker. Make sure the hole is aligned with the stocks 
parting line.
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*Do Not overtighten the screws or you may strip 
the threaded aluminum bottom rail support holes. 
All screws are coated with dried lock tite so it is 
not necessary to over tighten. Stripped holes are 
NOT covered by the Limited Lifetime Warranty.
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Step #12
Using the supplied 10/32 x 1/2 machine screws, place 
the screws through the drilled holes and use a 5/32 allen 
wrench to tighten the screws to the the aluminum bottom 
rail support.

Step #13
Install the bottom 6" rail by placing the rail onto the 
aluminum bottom rail support and assemble using the 
10/32 x 3/8" hex screws. Tighten to the aluminum bottom 
rail support using a 1/8" allen wrench.*

Step #14
Reassemble the ATI Hi-Point Stock, see orginial 
instructions.
Step #15
To mount the top 17" picatinny rail, reinstall the barreled 
action,  top metal cover and the front forend cover.
Step #16
There are two recessed areas on the bottom of the top 
17" rail which should be placed over the two extended 
metal tabs on the top metal cover.

Step #17
Once the top rail is placed over the two extended metal 
tabs, slide the rail foward, towards the barrel, until the 
last hole lines up with the hole in the rear forend cover. 
Install the 6 x 48/2 x 3/4" screw through the 17" rail into 
the rear forend cover hole.
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Step #18
Once the top rail is in place, verify that the rail is 
centered and  mark the front (2) hole locations, using a 
center punch or colored marker.

Step #19
Remove the 17" rail and front forend cover and use the 
supplied #11 drill bit to drill the marked locations on the 
front forend cover.

Step #20
Use the supplied (2) #6-32 x 1/2” screws placed through 
the tactical rail and front forend with the #6-32 nuts 
placed inside and tighten using a phillips head 
screwdriver. 

Step #21
Reinstall the front forend cover with attached rail then 
reinstall the 6 x 48/2 x 3/4" screw into the rear forend 
cover hole.
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