
Step #1
If your 10/22 has a barrel band, loosen the barrel band 
screw and slide the band off. (You will not be using the 
band with the new stock.) Remove the take-down screw 
on the bottom of the stock and set it aside.  You will 
reuse the screw with the Strikeforce Package. Remove 
the barreled action by lifting it out of the wood stock.
CAUTION: The pin holding the trigger group to the 
action is a floating fit and may fall out.  

Step #2
Option One:  Install the two side 2” picatinny rails.  Each 
picatinny rail receives two 6-32 X ½” black Philips pan 
head screws and two 6-32 black nuts.
Option Two:  Install two blank inserts.

Step #3
Option One: Install the long 4” picatinny rail to the 
bottom of the stock with four 6-32 X ½” black Philips 
pan head screws and four 6-32 black nuts.
Option Two: Install the 2” picatinny rail with the swivel 
stud center hole in the farthest forward picatinny rail 
slot on the bottom of the stock.  First insert the 10-32 
X 7/16 sling swivel stud through the center hole in the 
picatinny rail and fasten with the 10-32 nut. Then 
attach the picatinny rail with two 6-32 X ½” black 
philips pan head screws and two 6-32 black nuts to 
the farthest forward picatinny rail slot on the bottom of 
the stock.  You can then install a picatinny rail insert in 
the back picatinny rail slot, or another 2" picatinny rail.
Option Three:  Install two blank inserts.
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Point the rifle in a safe direction and place the safety in the "on" position.  Next remove the magazine, 
pull back the bolt, and carefully inspect the chamber to be sure the rifle is unloaded.
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Step #4
Insert the receiver end of the rifle into the Strikeforce 
stock. 

Step #6
Place the top cover onto the stock.  Using the allen 
wrench provided, secure the front four holes with the 
four 6-32 x ½” socket head cap screws.  Secure the 
last two holes with the 6-32 x 3/4" socket head cap 
screws.

Step #5
Lower the barrel into the stock.  Reinstall the original 
take-down screw and tighten until snug.
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Cheekrest Installation
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Step #2
Place the 6/32 nuts into the slots of the cheekrest rail.

Step #3
Attach the right cheekrest rail onto the right side of the 
buttstock using the #6 x 48/2 3/8" flat head screws 
provided. Repeat the same process on the left side of 
the buttstock.
Note: Make sure that the nuts inside the rail do not 
fall out while installing the rail onto the buttstock.

Step #4
Slide the cheekrest onto the cheekrest rails and slide 
toward the rear of the buttstock.

Step #5
Line up the slots in the cheekrest with the holes in the 
cheekrest rails.  Next use the 6-32 x 3/8" pan head 
screws provided to attach the cheekrest to the rails by 
securing the screws into the 6-32 nuts that were 
installed in the cheekrest rails in step 2.

Step #1
Pull down on the latch lever, and remove the buttstock 
from the buffer tube. 
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Step #1
Begin by screwing on the castle nut from the upgrade 
package onto the aluminum buffer tube, making sure the 
teeth are facing toward the end of the buffer tube.

Step #2
Install the new buffer tube lock ring by sliding it onto the 
buffer tube while placing the locking tab into the locking 
channel.

Step #3
Install the aluminum adapter by screwing it onto the 
buffer tube.

Step #4
Insert the locking ring into the slot on the aluminum 
adapter and tighten the castle nut once the adapter 
has been screwed down and aligned with the locking 
ring.

Step #5
Remove the buttstock by pulling down the latch lever 
and slidin the ATI buttstock off the buffer tube, then 
reinstall onto the new aluminum buffer tube using the 
same process.
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Buffer Tube Installation
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Step #6
Remove the old buffer tube by removing the phillips 
head screw(#14-3/4" Plastite) from the pivot end and 
then pull the buffer tube out of the pivot end. 

Step #7
Install the new aluminum buffer tube by placing the 
aluminum adapter into pivot end and install the 
supplied 5/16"-18x1" screw.
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