
Step #1
Remove the (2) phillips head screws from the inside of 
the pistol grip, using a phillips head screwdriver.
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Point the firearm in a safe direction and place the safety in the "on" position.  Next remove the 
magazine, pull back the bolt, and carefully inspect the chamber to be sure the firearm is unloaded.

Figure 1

Step #2
Remove the original pistol grip by pulling downward on 
the grip.

Step #3
Remove the phillips head screws from the pistol grip.  
The screws will have different lengths.  The short screw 
is 6 x 48/2 x 1/2" and the longer screw is 6 x 48/2 x 3/4"
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Step #4
Remove the scorpion pistol grip recoil pad, by pulling 
downward on the pad and sliding off of the pistol grip.

Figure 4

PISTOL GRIP INSTALLATION

Scorpion Recoil Pistol Grip
Installation Instructions

PART# A.5.10.2345, A.5.20.2345, A.5.40.2345
(Fits:  A.1.10.1000, A.1.10.1010, A.1.10.1070, A.2.10.1000, A.2.10.1010, A.2.10.1020, A.2.10.1110,

 A.2.10,1120, A.2.10.1070, A.2.10.1080, A.2.10.1210, A.5.10.2140, A.5.10.2150
RUG1022 RUG1050 ,RUG2200,RUG2250, SKS800,SKS8050,TSG0100, TS0200)

Thank you for purchasing an ATI product!



Figure 6

www. ATIgunstocks.com

Step #5
Install the talon pistol grip, without the recoil pad, into 
the stock by pressing upward into the pistol grip cavity.

Step #6
Re-install the phillips head screws.  The longer screw 
(3/4") will go into the hole closest to the back of the pistol 
grip and the shorter screw (1/2") will go into the hole 
closest to the front of the pistol grip. Tighten the screws 
using a phillips head screwdriver.

Figure 5
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Step #7
Re-install the Scorpion Recoil Pad by sliding it upward 
into the pistol grip.

Step #8
Use the supplied 6 x 48/2 x 1/2" phillips head screws 
and place them into the holes at the bottom of the 
Scorpion Recoil Pad.

Figure 9

Step #9
Use a phillips head screwdriver and tigthen the screws 
until snug.

Figure 8

Scorpion Recoil Pistol Grip
Installation Instructions

PART# A.5.10.2345, A.5.20.2345, A.5.40.2345
(Fits:  A.1.10.1000, A.1.10.1010, A.1.10.1070, A.2.10.1000, A.2.10.1010, A.2.10.1020, A.2.10.1110,
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