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Step #1
Begin by removing the orginial handguard, depress 
the delta ring (contains a strong compressed spring) 
and remove one side of the handguard and then the 
other. If you cannot depress the delta ring enough to 
remove the handguard there are 2 options:

Step #2
Install the New ATI Aluminum Forend by reversing 
the removal process, depress the delta ring and 
install one piece of the forend
and then the other.

Step #3
Install the 10/32 x 1/4" low head hex screws, to 
hold the 2 clam shell pieces together. Use a 3/32" 
allen wrench to tighten.

1.) The Buddy System - With the help of another 
party, depress the delta ring while the other party 
removes each side of the handguard.
2.)Purchase a handguard removal tool.
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2PC Forend Installation
Point the rifle in a safe direction and place the safety in the "on" position.  Next remove the magazine, 

pull back the bolt, and carefully inspect the chamber to be sure the rifle is unloaded.
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AR-15 8-Sided 
Aluminum 2PC Forend

Installation Instructions
PART# A.5.10.1120, A.5.10.1121, A.5.10.1130, A.5.10.1131, A.5.10.1142, 

A.5.10.1190, A.5.10.1191, A.5.10.1200, A.5.10.1201, A.5.10.1210,
 A.5.10.1211, A.5.10.1370, A.5.10.1371, A.5.10.1390, A.5.10.1391

Thank you for purchasing an ATI product!

Patent Pending

Disclaimer: The installation of ATI's Two Piece 
Carbine Length Forends requires that your rifle has 
a Circular Handguard Cap.



The New ATI Aluminum Handguard allows the 
user to place rails at 45 and 90 degree angles, 
which is an industry first and allows for a variety of 
different configurations and accessory locations.
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Picatinny Rail Installation

Step #5
Install the picatinny rails by placing the rail in any 
configuration you desire and installing the 10/32 x 
3/8" hex screws. Use the 10/32 x 1/4" hex screws to 
install the rails over the AR-15 gas tube. Tighten with 
a 1/8" allen wrench. 

Figure 5

WARNING
Tighten the hex screws until you feel a 
slight resistance. Do Not over tighten 
the set screws or you may strip the 

threaded forend holes. All screws are 
coated with dried Loctite  so it is not 
necessary to over tighten. Stripped 

holes are NOT covered by the warranty.

Step #4
Once the forend is installed onto the firearm, install 
the 6/32 x 5/16"set screw into the aluminum forend, 
use a 1/16" allen wrench to tighten. Note: Set screw 
has dried Loctite  so it is not necessary to over 
tighten.
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